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LED Spotlight LED Bulb

LED PAR Light

LED HALED™ AR111 Dimmable

Dimmable

Features:

* 99% of halogen lighting effect

* Ra%90

e CIVILIGHT patent HALED design
* Glare-free

* Dimmable

* 100W halogen lamp equivalent
* CE and RoHS compliant

Cautions:

* Dimmable

* Power off before replacement

* Don't touch the lamp when lighting
* Don't use it in sealed fixture

HALED™ DAR111 KP09T25 HALED™ DAR111 WP09T25

Watt (W) 25 25
Comparable Halogen Wattage (W) 100 100
CCT (K) 2700K * 3000K *
Luminous Flux (Im) 1050 1050
Luminous Intensity (cd) 5400 6200
Energy Efficiency Classes A A

Voltage (V) Driver: AC220-240V; AR111: DC28V Driver: AC220-240V; AR111: DC28V
CRI (Ra) 90 90

Dimmable Yes Yes

Socket G53 G53

Beam Angle (deg) 24 24

Lifetime (hrs) 25,000 25,000

Weight (g) 336 336

Mechanical Drawing

Photometric Diagrams
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Note: Data might be changed with out notice. For further information, please contact us by info@hannoverme.com

* 4000K / 6000K also available

Application:
* Hotel, bars

* Luxurious franchised store, museum, gymnasium, auditoria
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Indoor Bar Hotel




LED HALED™ AR111

Features:

* Ra%90

e CIVILIGHT patent HALED design
* Glare-free

¢ 100W halogen lamp equivalent
* CE and RoHS compliant

Cautions:

* Non-dimmable

* Power off before replacement

* Don’t touch the lamp when lighting
* Don't use it in sealed fixture

Watt (W) 22
Comparable Halogen Wattage (W) 100
CCT (K) 2700K *
Luminous Flux (Im) 800
Luminous Intensity (cd) 5000
Energy Efficiency Classes A
Voltage (V) ACI2V
CRI (Ra) 90
Dimmable No
Socket G53
Beam Angle (deg) 21
Lifetime (hrs) 25,000
Weight (g) 282

Mechanical Drawing

Photometric Diagrams

11 mm

w09

4105 -120 -135 -150

150 135 120 105 A

15439118906 /
1.0m

17.81cm

3B37/4T2TIX \

35.630m

15m
1705/21011x \

53.44cm

950.371182)x LA

71.250m

426.31525.11)

-30 -15

106.88cm

15 30 Height Ava/NadirE  Angle:20.20deg

Diameter
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* 4000K / 6000K also available

Application:
* Hotel, bars

e Luxurious franchised store, museum, gymnasium, auditoria
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LED Tube

LED ARI111

Features:

* Ra80

e CIVILIGHT patent HALED design
* Glare-free

* 50W halogen lamp equivalent

¢ CE and RoHS compliant

Cautions:

* Non-dimmable

* Power off before replacement

* Don’t touch the lamp when lighting
* Don't use it in sealed fixture
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S Part No. AR111 WPO3P11
—
Watt (W) 11
Comparable Halogen Wattage (W) 50
CCT (K) 2700K *
Luminous Flux (Im) 520
=
cg Luminous Intensity (cd) 1820
E Energy Efficiency Classes A
|
Voltage (V) ADC12V
CRI (Ra) 80
Dimmable No
Socket G53
._E’ Beam Angle (deg) 24
=
8 Lifetime (hrs) 25,000
w
o Weight (g) 180
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Photometric Diagrams

*3000K / 4000K also available

Application:

¢ Hotel, bars

e Luxurious franchised store, museum, gymnasium, auditoria
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Indoor Bar Hotel Clothing
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LED ART11 Dimmable

Dimmable

Features:

* Retrofit reflector design

* GU10 socket

* 75W halogen lamp equivalent
* CE and RoHS compliant

* 4000K/5000K also available
* Dimmable available

Cautions:

e Dimmable

* Power off before replacement

* Don't touch the lamp when lighting
* Don't use it in sealed fixture

* Consult competent electricians for technical support

Watt (W) 18 18
Comparable Halogen Wattage (W) 75 75
CCT (K) 3000K * 3000K *
Luminous Flux (Im) 770 770
Luminous Intensity (cd) 2600 1200
Energy Efficiency Classes A A
Voltage (V) AC220-240V AC220-240V
CRI (Ra) 80 80
Dimmable Yes Yes
Socket GU10 GU10
Beam Angle (deg) 25 40
Lifetime (hrs) 25,000 25,000
Weight (g) 352 352

Mechanical Drawing

111 mm

Photometric Diagrams
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* 4000K / 6000K also available

Application:
* Hotel, bars
* Luxurious franchised store, museum, gymnasium, auditoria
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LED HALED™ Downlight Dimmable

Features:

¢ Pleasant homogenous light

* Compatible with standard suspended ceilings

* Interchangeable, various watt & beam angle of CIVILIGHT
HALED Reflector design

* Energy-saving Integrated luminaries

¢ Easily installed, elegant design

* Hole size @ 55mm

Cautions:

* Dimmable

* Indoor use only

* Power off before replacement

* Do not in violation of any fire regulations when using
¢ Consult competent electricians for technical support

LED Tube

Dimmable
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Watt (W) 6 6
Comparable Halogen Wattage (W) 35 35
CCT (K) 2700K * 2700K *
Luminous Flux (Im) 300 300
o
g Luminous Intensity (cd) 690 690
8 Energy Efficiency Classes A A
p
Voltage (V) AC220-240V AC220-240V
CRI (Ra) 95 95
Dimmable No Yes
Socket - -
_'g-; Beam Angle (deg) 24 24
=
8 Lifetime (hrs) 25,000 25,000
w
o Weight (g) 200 200
[rm}
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Mechanical Drawing
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* 4000K / 6000K also available

Application:

* Home, hotels, villa and other residential buildings
¢ Luxurious franchised store,museum,auditoria

* Government buildings

A"YEN

Indoor Hotel Clothing
store



LED HALED™ Downlight Dimmable

Features:

* Adjustable

¢ Pleasant homogenous light

* Compatible with standard suspended ceilings

¢ Interchangeable, various watt & beam angle of CIVILIGHT
HALED Reflector design —

¢ Energy-saving Integrated luminaries

* Easily installed, elegant design

CIVILIGHT

= * Hole size @ 65mm -
m

o

Cautions: g_'

* Dimmable @

Dimmable
¢ Indoor use only

* Power off before replacement
* Do not in violation of any fire regulations when using
* Consult competent electricians for technical support

Watt (W) 6 6
Comparable Halogen Wattage (W) 35 35
CCT (K) 2700K * 2700K *
Luminous Flux (Im) 300 300
—
Luminous Intensity (cd) 730 730 S
Energy Efficiency Classes A A g
S5
Voltage (V) AC220-240V AC220-240V
CRI (Ra) 95 95
Dimmable No Yes
Socket --- --
—
Beam Angle (deg) 24 24 g
Lifetime (hrs) 25,000 25,000 <
S
Weight (g) 200 200 =
=
Mechanical Drawing -
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* 4000K / 6000K also available

Application:

* Home, hotels, villa and other residential buildings
* Luxurious franchised store,museum,auditoria

* Government buildings

AYEN

Indoor Bar Hotel Clothing
store



LED HALED™ Downlight Dimmable

Features:

* Adjustable

¢ Pleasant homogenous light

* Compatible with standard suspended ceilings

¢ Interchangeable, various watt & beam angle of CIVILIGHT
HALED Reflector design

¢ Energy-saving Integrated luminaries

¢ Easily installed, elegant design

* Hole size @ 75mm

Cautions:
* Dimmable

LED Tube

Dimmable
* Indoor use only

* Power off before replacement
* Do not in violation of any fire regulations when using
* Consult competent electricians for technical support

Application:

* Home, hotels, villa and other residential buildings
¢ Luxurious franchised store,museum,auditoria

* Government buildings

nYEN

Indoor Bar Hotel

Clothing
store
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= Part No. CED806 CED806 CED806
|
Watt (W) 11 11 11
Comparable Halogen Wattage (W) 75 75 75
CCT (K) 2700K 3000K 4000K
Luminous Flux (Im) 550 550 550
o
g Luminous Intensity (cd) 1400 1400 1400
8 Energy Efficiency Classes A A A
p
Voltage (V) AC220-240V AC220-240V AC220-240V
CRI (Ra) 95 95 95
Dimmable Yes Yes Yes
Socket - --- ---
=
= Beam Angle (deg) 36 36 36
=
8 Lifetime (hrs) 25,000 25,000 25,000
w
[} Weight (g) 210 210 210
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LED HALED™ Downlight Dimmable

Dimmable

Features:

* Pleasant homogenous light

* Compatible with standard suspended ceilings

* Interchangeable, various watt & beam angle of CIVILIGHT
HALED GU10 /MR16 match with downlight

* Energy-saving
Dimmable available

* Easily installed, elegant design

* Hole size @ 75mm

Cautions:

* Dimmable

¢ Indoor use only

* Power off before replacement

* Do not in violation of any fire regulations when using
* Consult competent electricians for technical support

W) 5 7 10

Watt

Comparable Halogen Wattage (W) 20 75 35
CCT (K) 2700K * 2700K * 2700K *
Luminous Flux (Im) 200 300 500
Luminous Intensity (cd) 650 860 1300
Energy Efficiency Classes A A A
Voltage (V) AC220-240V AC220-240V AC220-240V
CRI (Ra) 95 95 95
Dimmable No Yes Yes
Socket --- - -
Beam Angle (deg) 36 36 36
Lifetime (hrs) 25,000 25,000 25,000
Weight (g) 209 209 209

Mechanical Drawing

Photometric Diagrams
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* 4000K / 6000K also available

Application:

* Home, hotels, villa and other residential buildings
* Luxurious franchised store,museum,auditoria

* Government buildings
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LED Spotlight LED Bulb

LED PAR Light

LED Down light External Driver
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Dimmable

Features:

* Recessed LED down lights

* Ra 95

* Extremely low profile

¢ Dia-cast aluminum in matt white and Titanium
* 4 Inch down light, hole size @ 120mm

* Perfect output lighting effect, homogenous light
* Dimmable available

* CE and RoHS compliant

Cautions:

* Dimmable

* Power off before replacement

¢ Don't touch the lamp when lighting
¢ Indoor use

* Don't use it in sealed fixture

* Consult competent electricians for technical support

W) 8 12 12

Watt
CFL Equivalent (W) 1X15 2X11 2X11
CCT (K) 5300K * 5300K * 4000K *
Luminous Flux (Im) 750 900 940
Energy Efficiency Classes A A A+
Luminous Efficacy(Lm/W) 93 80 80
Voltage (V) AC100-240V AC100-240V AC100-240V
CRI (Ra) 93 93 95
Dimmable No No Yes
Beam Angle (deg) 100 100 100
Lifetime (hrs) 25,000 25,000 25,000
Weight (g) 427 427 427

Mechanical Drawing
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* 3000K / 4000K also available

Application:

* Home, hotels, villa and other residential buildings
¢ Luxurious franchised store,museum,auditoria

* Government buildings
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store

Indoor Bar Hotel



LED Down light External Driver

Features:
* Recessed LED down lights
* Ra 95
p— . ' * Extremely low profile
E * Dia-cast aluminum in matt white and Titanium
" \' * 6 Inch down light, hole size @ 170mm
! * Perfect output lighting effect, homogenous light

S // * Dimmable available

Cautions:

* Dimmable

* Power off before replacement

* Don't touch the lamp when lighting

* Indoor use

* Don't use it in sealed fixture

* Consult competent electricians for technical support

Part No. CCD216 CCD216 CCD216
W) 16 20 20

aqnL a3

* CE and RoHS compliant
Dimmable

Watt
CFL Equivalent (W) 2X13 2X15 2X15
CCT (K) 5300K * 5300K * 5300K *
Luminous Flux (Im) 1200 1600 1600
—
Energy Efficiency Classes A A A S
Luminous Efficacy(Lm/W) 75 80 80 g
S5
Voltage (V) AC100-240V AC100-240V AC220-240V
CRI (Ra) 93 93 95
Dimmable No No Yes
Beam Angle (deg) 100 100 100
—
Lifetime (hrs) 25,000 25,000 25,000 L
Weight (g) 820 820 820 'cé)
Mechanical Drawing g
-105 -120 -135 -150 150 135 120 105 =2
0.5m
e / \ 7 77om
192 i O g 37368 9 75 420m I
H Tl ‘
I I \ll . 62.8/163.71x 353.120m|
g ||| | s 20m —
. El 35.33/92.00x 470,830
] =
o
=
3.om 15.70/40.93lx, 706.25cm e
Height Avg./Nadir.E Angle:99.30deg Diameter —
=
* 3000K / 4000K also available =

Application:

* Home, hotels, villa and other residential buildings
e Luxurious franchised store,museum,auditoria
* Government buildings
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LED Spotlight LED Bulb

LED PAR Light

LED Down light External Driver
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Dimmable

Features:

* Recessed LED down lights

* Ra 95

* Extremely low profile

¢ Dia-cast aluminum in matt white and Titanium
* 8 Inch down light, hole size @ 220mm

* Perfect output lighting effect, homogenous light
* Dimmable available

* CE and RoHS compliant

Cautions:

* Dimmable

* Power off before replacement

¢ Don't touch the lamp when lighting

¢ Indoor use

* Don't use it in sealed fixture

* Consult competent electricians for technical support

Part No. CCD218 CCD218 CCD218
(W) 30 38 38

Watt
CFL Equivalent (W) 2X26 2X35 2X35
CCT (K) 5300K * 5300K * 4000K *
Luminous Flux (Im) 2300 2800 2900
Energy Efficiency Classes A A A
Luminous Efficacy(Lm/W) 80 75 80
Voltage (V) AC100-240V AC100-240V AC220-240V
CRI (Ra) 93 93 95
Dimmable No No Yes
Beam Angle (deg) 100 100 100
Lifetime (hrs) 25,000 25,000 25,000
Weight (g) 1386 1386 1386
Mechanical Drawing
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* 3000K / 4000K also available

Application:

* Home, hotels, villa and other residential buildings
¢ Luxurious franchised store,museum,auditoria

* Government buildings
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